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<5W

1KG

255mm(L)* 230mm(W)* 45mm(H)

2.4GHz

HDD Storage, Cloud Storage

WiFi NVR Features & Specification

Features:

1)8CH 3MP/4CH 5MP WiFi video input

2)Storage management: support local TF card up to 128G, automatic loop 

coverage after full storage

3)8CH 3MP video input, 1CH audio output, No alarm, No RS485

4)Support VGA and HDMI simultaneously output

5)Support 1pcs of HDD, Max. 10TB

6)Support Onvif, access third party

7)Support cloud storage

8)1*RJ45 1*10/100/1000Mbps ethernet port

9)Support remote access, mobile monitoring (iOS, Android), App: XMeye 

Pro and iCSee

10)Support “SYNC”Wireless coding(Press the Reset button to perform 

SYNC wireless code matching)

11)Support AI humanoid detection and face detection

General

0 ℃ - + 55 ℃

10% -90% RH

Video

8ch 3M/4ch 5M

8ch 3M/4ch 5M

H.265AI/H.265+(compatible H.265/H.264)

Configure the alert tone

DC12V

Model: N6L08L

8CH 3MP H.265 WiFi NVR and Camera Kit

System 
Embedded Linux

MSTAR621Q

Specification

WIFI
IEEE802.11b/g/n

Interface 

1*HDMI & 1*VGA

1*HDD(MAX14TB)

1*RJ45 1*10/100/1000Mbps Ethernet port

2*USB2.0 ports


